
Designed for Shipping Damaged or Leaking Lead Acid Batteries

¬ Unique	three-ply	construction	with	inner	carton,	6	mil	with	polybag	with	hermetic	seal,	and	
outer	carton,	with	self-closing	tab

¬ Kit	comes	fully	assembled,	ready	to	use

¬ Kit	sized	for	Group	31	extra	duty	batteries	and	smaller

¬ Kit	can	be	closed	and	sealed,	without	extra	items	such	as	tape,	tools,	etc.	Kit	can	be	
opened	for	inspection	and	re-sealed	without	extra	items	such	as	tape,	etc.

¬ Instructions	and	cautionary	information	in	English,	Spanish	and	French

¬ Pantent and DOT approved

4		Easy economic way to ship leaking batteries
4		Complies with UN2794
4		Rated UN 4G/Z28/S11 USA/+AX5748
4		Helps meet D.O.T. transportation requirements

X-890314

Battery Leaker Kit

15-1/2"

12-3/4"
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Part No.
PVC Corner
PVC Rail 60" (152 cm) Long
Stainless Steel Corner
Stainless Steel Rail 46" (116 cm) Long
PVC Liner Clip 60" (152 cm) Long for All Rails
PVC Liner 48" (122 cm) Wide

217101
217102
217191
217192
217110
217120
217121
217160
217165
510155
217181
217180

Pillow 12" x 12" (30 x 30 cm)
Sock 3" x 48" (7.5 x 120 cm) 

217130
217135

PVC Liner 60"(152 cm) Wide
Silicone Caulk 10.1 fl. oz. (300 ml)
Adhesive 12 oz. (340 gr.) Can
Leak Detecting 32 Fl. oz. (946 ml) Spray Bottle
Epoxy Floor Primer 1 Gallon (3.78 liter)
Acid Proof Epoxy Floor Paint 1 Gallon (3.78 liter) 

Description

Part No.Description

Battery Leaker Kit510950

Part No. Description

Engineered by	
Quick	Cable Patent	
and DOT approved

Sticker	gets	applied	when	battery			
is	inside	and	ready	to	ship.

Quick Cable Corporation	
3700 Quick Dr.
Franksville, WI 53126 
Phone:	800.558.8667


